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Driver: Philips Flicker Free

*Specifications using 5700K and subject to change. All parameters +/- 10%.
*The total lumen for UGRproducs will be lower 8% than normal products.

*Available 3Won a per project basis0.

ower

hotoelectric
M o e ber

BPL6060A-36W-CCT 36W 595*595*34mm 200-240V 120LM/W 4300LM 80 2835 120°

BPL6262A-36W-CCT 36W 620*620*34mm 200-240V 120LM/W 4300LM 80 2835 120°

BPL12030A-36W-CCT 36W 1195*295*34mm 200-240V 120LM/W 4300LM 80 2835 120°

BPL12060A-40W-CCT 40W 1195*595*34mm 200-240V 120LM/W 4800LM 80 2835 120°

Dialing switch

(color temperature switching)

Driver

Color temperature is changebale by toggle switch
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WW=A color temperature  

NW=A+B/2 colortemperature  

CW=B color temperature

(DIP Switch CCT)
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Isolated Driver

Philips Flicker Free,

5 years warranty.

900mA 1050mA
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BPL6060A-36W-CCT

BPL6262A-36W-CCT

BPL12030A-36W-CCT

BPL12060A-40W-CCT

Dial the code editor

The color temperature switches  
from WW//NW/CW or CW/NW
/WW by toggleswitch.

SanAn Chips and Lens

(DIP Switch CCT)

Input Voltage

Frequency 50Hz

Operation Temperature

Storage Temperature

Operating Humidity

Application Area

Life Span

LED Type

Color Temperature


