
High Post Light
HPB 120W-1500W

* STADIUM INSTALLATION:

National Stadium
Outdoor Playground
Indoor Stadium
School Stadium
Golf Course
Football Field
etc. 

* SQUARE INSTALLATION:

Logistics Port
Cultural Square
Pedestrian Street Square
Training Ground
Animal Husbandry Square
etc.

* INDUSTRIAL INSTALLATION

Refinery Area
Mine Square
Gravel Mining
etc.

www.cg
tle

d.c
om



• 1060 Aluminum, thickness 0.5mm, the heat dissipation area is lager, and the heat dissipation 

effect is better, it's with Lighter weight, which is 1/3 of weight of die-casting, proximate 

matter and cold forging.

• Finned radiator, the main lightweight design, reducing the load bearing pressure of the pole. 

480W – 11.5kg, 720W – 18.6kg, 960W- 28kg, 1200W-32kg, 1500W- 35kg

• High performance lighting ideal for sports fields and stadiums, each module can be 

adjustable with the marking scale to adjust the angle accurately, which help achieve the 

perfect uniformity Illumination. Each module angle can be rotated freely. Vertical  0-180, 

Horizontal 0-360°

• The surge protection can reach 10KV/20KV.

• High Lumens 160lm/w, 8 kinds distribution

• L70>100,000-Hours lifespan

• 5 Years Warranty

Feature

IP66 IK08

PC Lens

Lens screw

MCPCB screw

Radiator mould
Waterproof wire

Waterproof wire

Power rear cover

Power fixed
bracket

Adjust angle screw

Mounting bracket

Dual plateMCPCB
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Adjust Light Mould Angle

High Luminous Efficagy
150-160lm/w

High quality Driver

Lens Angle optional
20°40°60°90°140x100°

Adjust Bracket Angle

1060 PURE ALUMINUM
Lighter weight- 1/3 Weight 
of Die-casting Aluminum
More Safty When Installation 
for High Pole

SAPERATE DRIVE BOX
Better Heat Dissipation for Driver
Long lifespan

Multiple Bracket
1.Wall/Pole Mount
2.Ceiling Mount
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Parameter

Model No. Dimension(mm) Power Voltage Efficacy Lumens

HPB-120W-S 310*116*191 120W 90-305Vac 150-160lm/w 18000lm

HPB-240W-S 356*118*342 240W 90-305Vac 150-160lm/w 36000lm

HPB-360W-S 356*118*474 360W 90-305Vac 150-160lm/w 54000lm

HPB-480W-S 356*118*606 480W 90-305Vac 150-160lm/w 72000lm

HPB-720W-S 369*132*342 720W 90-305Vac 150-160lm/w 108000lm

Model No. Dimension(mm) Power Voltage Efficacy Lumens

HPB-480W-D 650*118*336 480W 90-305Vac 150-160lm/w 72000lm

HPB-720W-D 650*118*468 720W 90-305Vac 150-160lm/w 108000lm

HPB-960W-D 650*118*600 960W 90-305Vac 150-160lm/w 144000lm

HPB-1200W-D 667*133*597 1200W 90-305Vac 150-160lm/w 180000lm

HPB-1500W-D 667*133*597 1500W 90-305Vac 150-160lm/w 225000lm

Single Row

120W 240W 360W 480W 720W

Double Row

480W 720W 960W 1200W 1500W
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Model No. Dimension(mm) Power Voltage Efficacy Lumens

HPB-720W-R 694*268*723 720W 90-305Vac 150-160lm/w 108000lm

HPB-960W-R 694*268*855 960W 90-305Vac 150-160lm/w 144000lm

HPB-1200W-R 694*268*987 1200W 90-305Vac 150-160lm/w 180000lm

HPB-1500W-R 694*268*1119 1500W 90-305Vac 150-160lm/w 225000lm

Driver 
MEANWELL Driver, 185-305Vac, 50-60Hz
Power Factor>0.9, HTD<15%

LED chips
Lumileds Brand SMD5050 or SMD3535, Long-life.
High luminous efficacy 155-165lm/w, 
CRI >70 or CRI>80 Ra

IP Rating
Ingress Protection rating of IP66 for dust and water

Housing
1060 Aluminum with large heat dissipation area.
Lighter Weight for safety installation.
only 1/3 of weight of Die-casting and cold-forging.

Finish
Black Color in standard,
Formulated for high durability and long-lasting color

Diffuser
Plastic +Tempered glass , UV-Resistant , No yellowish 
worry.

Distribution:
20°, 40°, 60°, 90°, 120°, 140x100°

Operating Temperature:
-40~50°C

Storage Temperature:
-40~70°C

Lifespan
All have minimum 50,000 hrs. LED lifespan 
@ L70>100,000hours, @L90>50,000hours based on 
LM80 test data and TM21 reported results

Certification:
CE, CB, TUV, ENEC, SAA

Warranty:
5 Years Limited

Robot

720W       960W     1200W       1500W
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HPM -XXX -XX -XX -XX

Family Power CCT Beam Angle
HPM 120W-S (Single Row) 30K = 3000K 20 = 20° Blank = Normal

240W-S (Single Row) 40K = 5000K 40 = 40° D10 = 1-10V dimming

360W-S (Single Row) 50K = 5000K 60 = 60° DA = DALI dimming

480W-S (Single Row) 57K = 5700K 90 = 90°

720W-S (Single Row) 65K = 6500K 120 = 120°

480W-D (Double Row) 140 = 140x100°

720W-D (Double Row)

960W-D (Double Row)

1200W-D (Double Row)

1500W-D (Double Row)

720W-R (Robot)

960W-R (Robot)

1200W-R (Robot)

1500W-R (Robot)

Sample: HPM-900W-50K-20

Order Information

Package Information

ITEM QTY/CTN N. W.(kg) G. W.(kg) CTN SIZE CBM

HPB-120W-S 1pcs 4.3kg 5.5kg 37x28x18cm 0.019

HPB-240W-S 1pcs 6.5kg 7.8kg 43x40x18cm 0.031

HPB-360W-S 1pcs 9.2kg 10.2kg 53x43x18cm 0.041

HPB-480W-S 1pcs 11.5kg 12.9kg 66x43x18cm 0.057

HPB-720W-S 1pcs 18.6kg 20.5kg 72x51x18cm 0.068

HPB-960W-R 1pcs 28.0kg 30.2kg 78x76x43cm 0.255

HPB-1200W-R 1pcs 32.1kg 34.0kg 90x78x43cm 0.302

HPB-1500W-R 1pcs 35.1kg 37.7kg 90x78x43cm 0.302

In Standard Options (add as Suffix)

Black Finish, 185-305Vac 50-60Hz, 160lm/w, CRI>70 VS = add the visor at the module

Tel: 0086-755-22361751
Web: www.cgtled.com 
E-mail: info@cgtled.com

SHENSHEN CGT 
TECHNOLOGY CO.,LTD

Add: No.11, YuanHu Road Zhangbei 
Industrial Park, Longgang, Dsistrict, 
Shenzhen, China 518116
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