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Established in 2010
Business Type: LED Lighting 
Products OEM/ODM
Factory: 100,000 square feet
Workforce: 150 people
R&D Team: 10 people
QC Team: 12 people
Product Certificate: UL/cUL, DLC,
ETL/cETL, Energy Star, FCC

E-mail: info@cgtled.com
Website: www.cgtled.com
TEL: 0086-755-22361751
http://cgttech.en.alibaba.com/
Factory1: Shenzhen
Factory2: Foshan

Company Profile
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LED High Bay Light

Five-year
5

warranty

L I M
 I T E D

01/

· DLC 5.1 Premium Listed

· ETL, cETL, Listed

· High Lumens 160lm/w, 200lm/w

· IP65 Wet Location

· Multi-Voltage: 100-277/347V

· 1-10V dimming in standard

· 5 Years warranty

HBG2



Distribution

Plug & Play Sensor Function

Parameter

Dot lens 60°/90°Annular lens60°/90° Arch lens 120°

Different lens options

3-Power and 3-CCT Switchable

Empty Cover
(No Function)

(can be pre-install)

Plug & Play
Sensor Cover

Remote Control
for resetting Sensor 

data or dimming

App Control Wall Switch
(Remote Control)

60° Lens 90° Lens 120° Lens

Model No. Power Input LEDs Efficacy Lumens Ra Beam Angle CCT Control

HB-100G 100W-80W-60W 100-277V/347V 2835 160/200LM/W 16000/20000LM >80/70

60°
90°
120°

Single color    
or

3-CCT Switchable

     1-10V Dim
     DALI
     Sensor
     Bluetooth

HB-150G 150W-100W-80W 100-277V/347V 2835 160/200LM/W 24000/30000LM >80/70

HB-200G 200W-150W-100W 100-277V/347V 2835 160/200LM/W 32000/40000LM >80/70

HB-240G 240W-200W-150W 100-277V/347V 2835 160/200LM/W 38400/48000LM >80/70

HB-300G 300W-240W-200W 100-277V/347V 2835 160/200LM/W 48000/60000LM >80/70



LED High Bay Light

Five-year
5

warranty

L I M
 I T E D

02/

• DLC 5.1 Premium Listed

• ETL, cETL Listed

• Luminous Efficacy 150-200lm/w

• IP65 Wet Location

• Multi-Voltage：100-277/347V

• 1-10V dimming in standard

• 5 Years warranty

HBG3



Parameter

Distribution

Dimension

Bracket optional

60° Lens 90° Lens 120° Lens

Empty Cover
(No Function)

(can be pre-install)

Plug & Play
Sensor Cover

Remote Control 
available

Model No. Power Input LEDs Efficacy Lumens Ra Beam Angle CCT Control

HB-100G3 100W 100-277V/347V 2835 150/200LM/W 15000/20000LM >80

60°
90°
120°

3000K
4000K
5000K
5700K

0-10V
 Sensor

HB-150G3 150W 100-277V/347V 2835 150/200LM/W 22500/30000LM >80

HB-200G3 200W 100-277V/347V 2835 150/200LM/W 30000/40000LM >80

HB-240G3 240W 100-277V/347V 2835 150/200LM/W 36000/48000LM >80



LED High Bay Light

Five-year
5

warranty

L I M
 I T E D

03/

• DLC 5.1 Premium Listed

• 4-Power & 3-CCT Switchable for 

  easy inventory management

• IP65 Rated Waterproof

• Plug and Play Motion 

  Sensor optional

HBS



Distribution

Dimension

Parameter

Model No. Power Input LEDs Efficacy Lumens Ra Beam Angle CCT Control

HBS-100WX 100W-80W-60W-50W 100-277V/347V 3030  180LM/W  18000LM >70

120°
Single color 

or
CCT switchable

      1-10V Dim
      Sensor
      Bluetooth

HBS-150WX 150W-120W-100W-80W 100-277V/347V 3030 180LM/W  27000LM >70

HBS-240WX 240W-200W-180W-150W 100-277V/347V 3030 180LM/W  43000LM >70

Remote Control 
available

Plug and Play Sensor Optional

HBS-100WX 3CCTDIP Switch DIP Switch 

4-Power Switchable 3-CCT Switchable

HBS-100WX HBS-150WX HBS-240WX

120° Lens

240W

180W

200W

150W



LED High Bay Light

Five-year
5

warranty

L I M
 I T E D

HBO

· NSF approval for food industries

· No Toxic Chemicals in Material

· No glass and no exposed screws

· IP69K hot steam scouring

· IP66 Smooth Body, make

cleaning work easily

04/



Distribution

Parameter

Model No. Power Input LEDs Efficacy Ra Beam Angle CCT Control

HBO-100W 100W 100-277/277-480V 3030 135LM/W >80

60°
90°
120°

3000K 
4000K
5000K
5700K

1-10V Dim
HB0-150W 150W 100-277/277-480V 3030 135LM/W >80

HBO-200W 200W 100-277/277-480V 3030 135LM/W >80

HBO-240W 240W 100-277/277-480V 3030 135LM/W >80

NSF approval for food industries

Seamless Design
Diminished dust and

easy to clean

IP69K Hot Steam Scouring
Steam cleaning protection

of water pressure at 100
bar (1450 psi) /80°C

No Glass
No Exposed Screws
No Toxic Chemicals

Advantage

Dimension

60° Lens 90° Lens 120° Lens
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LED High Bay Light

Five-year
5

warranty

L I M
 I T E D

LHBD 05/

· DLC 5.1 Premium Listed

· High Lumens 140lm/w with

well-distributed and soft light.

· 3-Power & 3-CCT DIP Switchable

· Sensor and Bluetooth Mesh optional

· Lifespan L80>100,000 Hours

· Multi-Voltage: 100-277/347Vac with 1-10V Dim



Distribution

Dimension

120° Lens

Parameter

Model No. Power Input Efficacy Lumens Ra CCT Beam Angle Control

LHBD-L2-110W-XXK 110W/80W/60W Selectable 120-277/347/480V 140LM/W 15400LM >80

4000K
5000K

120°

1-10V Dim
Sensor
Bluetooth
Emergency

LHBD-L2-165W-XXK 165W/110W/80W Selectable 120-277/347/480V 140LM/W 23100LM >80

LHBD-L3-220W-XXK 220W/165W/110W Selectable 120-277/347/480V 140LM/W 30800LM >80

LHBD-L6-300W-XXK 300W/220W/165W Selectable 120-277/347/480V 140LM/W 42000LM >80

LHBD-165/110/80W-H-TCP(345) 165W/110W/80W Selectable 120-277/347/480V 140LM/W 23100LM >80 3500K
4000K
5000K

Selectable

LHBD-220/165/110W-H-TCP(345) 220W/165W/110W Selectable 120-277/347/480V 140LM/W 30800LM >80

LHBD-300/220/165W-H-TCP(345) 300W/220W/165W Selectable 120-277/347/480V 140LM/W 42000LM >80

Engineering Drawing

3-Power & 3-CCT Selectable

Power A B C D

80W 11.81’’ 23.62’’ 0.91” 1.87”

110W 11.81’’ 23.62’’ 0.91” 1.87”

165W 11.81’’ 23.62’’ 0.91” 1.87”

220W 14.17” 23.62” 0.91” 1.87”

300W 14.17” 35.10” 0.91” 1.87”

3-Power & 3-CCT

GymWarehouseFactory



Vapor Tight Light Fixture

0 0 0

VPD VPA VPE



VPD
Vapor Tight Fixture

LISTED
Five-year
5

warranty

L I M
 I T E D

0 /

• 40W -60W optional

• 3-CCT Switchable

• 3 Watts Switchable

• 100-277V/ 347V available

• 0-10V dimming in standard

• ETL DLC Premium



Distribution

Parameter

Dimension

Model No. Power Dimension Input LEDs Efficacy Lumens Ra Angle CCT Control

VPD-B 40W 4FT 100-277V 2835 130LM/W 5200LM >80

120°

Single
Color 0-10V

Sensor
Bluetooth
Emergency

VPD-A 60W 4FT 100-277V 2835 130LM/W 7800LM >80

3-CCT
SelectableVPD-27W/40W/50W

50W/40W/27W
Selectable

4FT 100-277V/347V 2835 130LM/W 6500LM >80

Microwave Sensor optional 

3-Power & 3-CCT Switchable

1165mm
 [45 7/8]

799mm
 [31 1/2]

90mm
 [3 1/2]

26mm
 [1]

9mm
[3/8]

82mm
 [3 1/4]

105mm
 [ 4 1/8]

124mm
 [4 7/8]

41mm
 [1 5/8]

Bluetooth Mesh SensorDIP Switchable Sensor



Vapor Tight Fixture

LISTED
Five-year
5

warranty

L I M
 I T E D

• 2FT 4FT 8FT available

• 20W-120W available

• IP66 Wet Location,

• Luminous Efficacy 150lm/w

• AC120-277V/AC120-347V optional

• 0-10V dimmable in standard

• Sensor and Emergency optional

0 /VPA
2FT

4FT

8FT



Distribution

Dimension

Parameter

Model No. Power Dimension Input LEDs Efficacy Lumens Ra Angle Efficacy Control

VP2-20A 20W 2FT 100-277V 2835 130LM/W 2600LM >80

120°
Single color or

3-CCT Selectable

0-10V
Sensor
Bluetooth
Emergency

VP4-40A 40W 4FT 100-277V 2835 130LM/W 5200LM >80

VP-54-HV
50W/40W/30W

Selectable
4FT 100-277/347V 2835 130LM/W 6500LM >80

VP-80A 80W 8FT 100-277V 2835 130LM/W 10400LM >80

VP-120A
120W/100W/80W

Selectable
8FT 100-277/347V 2835 130LM/W 15600LM >80

Advantage

2FT

4FT

8FT

120mm [4.72”]

120mm [4.72”]

850mm [33.46”]

2050mm [80.71”]
2400mm [94.49”]

1200mm [47.24”]

88mm 
[3.46”]

110mm 
[4.33”]

88mm 
[3.46”]

110mm 
[4.33”]

320mm [12.60”]

88mm 
[3.46”]

110mm 
[4.33”]

600mm [23.62”]

INTEGRATED DESIGN.
Advanced design of polycarbonate diffuse integrated with
lighting tray provide significant protection on LEDs and 
saving on installtion and maintenance.

IP66 PROTECTION
waterproof, dustproof and anticorrosive

All-polycarbonate Construction
V0 fire retardant polycarbonate ensure high 
standard of safety and maximum impact rate of 
IK08.

STAINLESS STEEL
easy to installation

The mounting brackets keep
adjustable space for easy
correction.



Vapor Tight Fixture

LISTED
Five-year
5

warranty

L I M
 I T E D

• DLC 5.1 Premium Listed

• IP66 Wet Location

• Easy wiring and linkable

• 0-10V dimming optional

• 140lm/w and 150lm/w optional

• Bi-level Sensor, Emergency optional

• Multi-Voltage: 120-347Vac optional

VPE 0 /



Distribution

Parameter

Easy to Wiring Easy to add external sensor

Linkable connectionsLinkable connections

Maximum numbber/power of fttings for loop in/out poweroption:
24pcs 2ft- 15W(360W), 12pcs 4ft- 30W(360W), 6pcs 8ft- 60W(360W)

Model No. Power Dimension Input LEDs Efficacy Lumens Ra Angle Efficacy Control

VPE230 30W 2FT 100-277/347V 2835 140LM/W 4200LM >80

120°

3000K
4000K
5000K
5700K

0-10V
Sensor
Bluetooth

VPE440L 40W 4FT 100-277/347V 2835 140LM/W 5600LM >80

VPE460 60W 4FT 100-277/347V 2835 140LM/W 8400LM >80

VPE890 90W 8FT 100-277/347V 2835 140LM/W 12600LM >80

VPE8120 120W 8FT 100-277/347V 2835 140LM/W 16800LM >80

Confirm correct connection, and switch power on.

Connect the next fixture



LED LINEAR STRIP LIGHT

0

LSC

LSA



LSC 0 /

Linear Strip Light

LISTED
Five-year
5

warranty

L I M
 I T E D

• DLC 5. 1 Premium Listed

• High Lumens 130lm/w, CRI>80Ra

• 3-Power & 3-CCT switchable

• Multi-Voltage: 100-277V/347V, 0-10V Dim

• Daisy connection with very convenient

replacement in 1 minute

• Emergency backup and sensor optional

• Easy installation, suspending

& surface mounted



Dimension

AdvantageInstallation

Parameter

Model No. Power Dimension Input LEDs Efficacy Lumens Ra Beam Angle CCT Control

LSC-4FT32W 32W 4FT 100-277/347V 2835 130LM/W 4160LM >80

120°

3000K
4000K
5000K

0-10 Dim
Sensor
Emergency
Bluetooth

LSC-4FT40W 40W  4FT 100-277/347V 2835 130LM/W 5200LM >80

LSC-8FT50W 50W 8FT 100-277/347V 2835 130LM/W 6500LM >80

LSC-8FT64W 64W 8FT 100-277/347V 2835 130LM/W 8320LM >80

LSC-4FT40/32/24W 40W/32W/24W 4FT 100-277/347V 2835 130LM/W 5200LM >80 3-CCT
SwitchableLSC-8FT64/50/40W 64W/50W/40W 8FT 100-277/347V 2835 130LM/W 8320LM >80

MODE LxWxH

2FT 609x75x83(mm)/ 23.97"x2.95"x3.26"

4FT 1220x75x83(mm) / 48.03"x2.95"x3.26"

8FT 2438x75x83(mm)/ 95.98"x2.95"x3.26"

Linkable 0-10V Dimmable
100-277/347V

Removable plate
for connecting easily

Surface-mounted Suspending



LISTED
Five-year
5

warranty

L I M
 I T E D

/

• DLC 5. 1 Premium Listed

• High Lumens 140lm/w

(200lm/w optional)

• Multi-Voltage: 100-277V/347V, 0-10V Dim

• Outside quick linkable

• Emergency backup and sensor optional

• Easy installation, suspending

& surface mounted

LSA
Outside Quick Linkable Linear Strip Light

Outside quick linkable

High Power
4FT = 60W

8FT = 120W



Outside Wiring and Linkable

AdvantageInstallation

Parameter

Model No. Power Dimension Input LEDs Efficacy Lumens Ra Beam Angle CCT Control

LSA-4FT38W 38W 4FT 100-277/347V 2835 140LM/W 5320LM >80

120°
Single color

or
3-CCT Switchable

0-10V Dim
Sensor
Emergency
Bluetooth

LSA-4FT60W 60W  4FT 100-277/347V 2835 140LM/W 8400LM >80

LSA-8FT60W 60W 8FT 100-277/347V 2835 140LM/W 8400LM >80

LSA-8FT80W 80W 8FT 100-277/347V 2835 140LM/W 11200LM >80

LSA-8FT120W 120W 8FT 100-277/347V 2835 140LM/W 16800LM >80

Surface-mounted Suspending
Aluminum Body with good heat 
dissipation for supporting High 
Power version

Easy to open diffuser For 
surface mount

Clear End Cap for nice
Lighting effect when 
linkable

High Luminous efficacy 140LM/W 



ARCHITECTURE LINEAR LIGHT

1 2 3 4

Nexus Lambert Flexible Slender



Architecture Linear Light

/

Five-year
5

warranty

L I M
 I T E D

· High Luminous Efficiency

130-150lm/w

· CRI>80Ra, SDCM: <5

· UGR<22 or UGR<16

· 3-Power & 3-CCT Switchable

· Flicker Free driver, PF>0.9

· Ceiling and Suspending installation

· 0-10V Dimmable

· 5 Years Warranty

Nexus



Distribution

Easy wiring

Parameter

Model No. Power Dimension Input LEDs Efficacy Lumens Ra UGR CCT Control

L7050-20W 20W 2FT 200-240V 2835  130LM/W 2600LM >80

<22
<19

Single color
or

3-CCT Switchable

0-10V
2.4G Remote
Smart

L7050-40W 40W 4FT 200-240V 2835 130LM/W 5200LM >80

L7050-60W 60W 5FT 200-240V 2835 130LM/W 7800LM >80

Seamless Connection

Straight Pattern
Linkable Kits be built-in at back of lamp

Vary Pattern
Rotatable Linkable kits

Rotatable180°

One model inventory: wires for series connection preset inside, support single 
installation as well as in-series installation.

PC Cover LR40 P18° 120*120° 30*90° 60*110° 90*110°
PC Cover LR40 P18° 120*120° 30*90° 60*100° 90*110°

Back cable entrance

Side cable entrance

AC Cable connector

Dimmable cable connector

Clear cover for nice 
lighting effect when 
seamless connection

Back view Side view Front view Lighting view



Architecture Linear Light

Five-year
5

warranty

L I M
 I T E D

/Lambert
· Independently modular Direct &

Indirect luminaries

· 3-Power &3-CCT Switchable

· Unique end cap simplifies installation ,

seamless continuous runs or individuals

· Specially designed light source with

PC diffuser producing soft light

· 0-10 dimming ,ELV, Dali , Triac, 2.4G

wireless control,Bluetooth Mesh control

· Suspended, Ceiling mount, Wall mount,

Recessed installation available



Parameter

Type Model No. Power Dimension Input LEDs Efficacy Lumens Ra UGR CCT Control

MSD4FT36ADHV-3CK 36W 4FT 200-240V 2835 110LM/W 3900LM >80/90

<22
Single color

or
3-CCT Switchable

0-10V
DALI
2.4G
Remote
Smart

MSD8FT72ADHV-3CK 72W 8FT 200-240V 2835 110LM/W 7800LM >80/90

MSUD4FT50ADHV-3CK 35W+15W 4FT 200-240V 2835 110LM/W 5500LM >80/90

MSUD8FT100ADHV-3CK 70W+30W 8FT 200-240V 2835 110LM/W 11000LM >80/90

Modular Upper Light
30%Brightness

70%Brightness

Removable plate
for easy wiring

Cable 
entrance

Seamless Connection

Mounting Options Application

8FT

50
m

m
[1

.9
7”

]
50

m
m

[1
.9

7”
]

2400mm [94.60”]

4FT

1130mm [44.48”]
70mm 
[2.76”]

70mm
[2.76”]

Wall
moun t

Suspen d 
mount

Surfac e
 mount

Recessed

Wall Mount Suspend
moun t 

Wall
moun t

Suspen d 
mount

Surfac e
 mount

Recessed

Advantage Dimension

Color Selectable

30K/40K/50K

Wall Mount Suspend  
moun t 

Surfac e
 mount

Recessed

Surfac e
 mount

Recessed



Architecture Linear Light

Five-year
5

warranty

L I M
 I T E D

/Flexible
· Independently modular Direct & Indirect luminaries
· Separated 3-CCT Switchable for up and down light

by two external Dip switches
· Watt convertible ,support 0-10V dimming (Up 30%+

Down 70%,Up 50%+Down 50%, Up70%+Down30%)
· Unique end cap simplifies installation ,seamless

continuous runs or individuals
· Specially designed light source with PC diffuser

producing soft light
· 0-10 dimming ,ELV, Dali , Triac, Bluetooth Mesh,2.4G

wireless control, emergency backup available.

· Suspended, Ceiling mount, Wall mount, Recessed

installation available



Parameter

Model No. Power Dimension Input LEDs Efficacy Lumens Ra UGR CCT Control

2LSUD4FT50WCDHV 50W 4FT 200-240V 2835 110LM/W 5500LM >80/90

<22
Single color

or
3-CCT Switchable

    0-10V
    DALI
    2.4G         
    Remote
    Smart

2LSUD6FT80WADHV 80W 6FT 200-240V 2835 110LM/W 8800LM >80/90

2LSUD8FT100WADHV 100W 8FT 200-240V 2835 110LM/W 11000LM >80/90

Recessed Mount

Seamless Connection

Wall Mount

Linkable Bracket

Surface Mount

Suspending

Suspending

Direct & Indirect Light

C Series Installation options

Application

Upper and Down
CCT collect Toggle

Upper-Down 
Mode changeable

Upper and Down 
Power Selectable

Down CCT Collect
Toggle (30-40-50K)

Upper-Down 
Watts convertible

Upper CCT Collect
Toggle (30-40-50K)

E Series

  Color Selectable

30K/40K/50K

  Color Selectable

30K/40K/50K

30%

70%

50%

50%

choose 3 modes among 
below setting, or customize

30%

70%

50%

50%

choose 3 modes among 
below setting, or customize

  
4FT: 50W 40W 30W  
8FT: 100W 80W 60W

Power Selectable



Architecture Linear Light

Five-year
5

warranty

L I M
 I T E D

/

• Ultra-thin Design, only 16mm in Height

• Narrow fixture with a beam angle of 120°

• Direct and indirect options

• Specially designed light source with PC

diffuser producing soft light

• Finish Color :Matte Black/Matte White/Matte

Satin Aluminum or customize finshing

• 0-10 dimming ,ELV, Dali , Triac, 2.4G wireless

control smart control

• Suspending installation

Slender



Parameter

ApplicationThree colors

DimensionAdvantage

No any screw on both sideUltra-thin T=0.63" Options Up & Down Light

Driver Box

Direct & Indirect

Direct Direct & Indirect

70mm
[2.76”] 70mm

[2.76”]

16mm
[0.63”] 16mm

[0.63”]

40
m

m
[1

.5
7”

]

40
m

m
[1

.5
7”

]

96
m

m
 [3

.7
8”

]

11
5m

m
 [4

.5
3”

]

900mm [35.43”]      1200mm [47.24”] 900mm [35.43”]      1200mm [47.24”] 

500mm [19.69”] 500mm [19.69”] 

Type Model No. Power Dimension Input LEDs Efficacy Lumens Ra CCT Control

SSD3FT18WADHV-xxK 18W 3FT 200-240V 2835 115LM/W 2070LM >80/90

3000K
4000K
5000K

   No-Dim
0-10V

   DALI
   2.4G
   Remote
   Smart

SSD4FT25WADHV-xxK 25W 4FT 200-240V 2835 115LM/W 2875LM >80/90

SSUD3FT18WADHV-xxK 18W+7W 3FT 200-240V 2835 115LM/W 2875LM >80/90

SSUD4FT25WADHV-xxK 25W+11W 4FT 200-240V 2835 115LM/W 4200LM >80/90

Wall
moun t

Suspen d 
mount

Surfac e
 mount

Recessed

Wall Mount Suspend
moun t 

Wall
moun t

Suspen d 
mount

Surfac e
 mount

Recessed



BPL
LED Panel Light

/

Five-year
5

warranty

L I M
 I T E D

• DLC 5.1 Premium Listed

• 3-Power & 3-CCT Switchable

• Lower cost, higher cost effective

• High Strength Aluminum Alloy Frame

• 0-10V dimmable isolated Driver

• CRI>80 SDCM<5, L80>100,000H

• Luminous Efficiency up to 130lm/w



Parameter

Model No. Power Dimension Input LEDs Efficacy Lumens Ra CCT Control

BT.EDC-2X2-NND-P1-YY-TYDZ-RS
40W/30W/25W

Selectable
2x2 100-277/347V 2835 130LM/W 5200LM >80

3000K
4000K
5000K

DIP Switch

0-10V Dim
Sensor
Bluetooth
Emergency

BT.EDC-1X4-NND-P1-YY-TYDZ-RS
40W/30W/25W

Selectable
1x4 100-277/347V 2835 130LM/W 5200LM >80

BT.EDC-2X4-NND-P1-YY-TYDZ-RS
50W/40W/30W

Selectable
2x4 100-277/347V 2835 130LM/W 6500LM >80

Recessed Mount Surface Mount Suspended Mount

Dip Switch

Mounting Type

Dimension
1 X 4

47.8”

11.8 ”

1.8”

2 X 2

23.8”

23.8” 1.8”

2 X 4

23.8”

47.8” 1.8”

3-Power and 3-CCT Selectable

Smooth Operation
No Flicker, Buzz, Or Bulbs

No Hotspots
Wide View Optics

Non Yellowing Diffuser
No Light Guide Panel

Lightweight Design
Aluminum Frame



FLUSH MOUNT CEILING LIGHT

CP FMB FMC



CP
Flush Mount Ceiling Light

Five-year
5

warranty

L I M
 I T E D

• Simple Look & Good Look

• Quick and Easy Installation.

• PC material, Fire Rating: V0

• 5-CCT Switchable

• Smart Control

• Voice Control

/



Rotable Plate for easy installationSimple Look & Good Look

0.94inch /24mm

Compatible with the most junction boxes
One For All, All For one

V0 Fire Rating



Parameter

Model No. Power Dimension Input Efficacy Lumens Ra Main  Light Night Light Control

FMA7 15W+2W 7.5’’ 120Vac 100LM/W 1800LM >80

5-CCT Switchable
2700K-6500K Tunable

2000K
RGB

      Triac Dim
      Remoter
      Bluetooth
      WIFI

CP12 24W+2W 12’’ 120Vac 100LM/W 2400LM >80

CP16 32W+4W 16’’ 120Vac 100LM/W 3200LM >80

B. 5-CCT with Night/Mood Light

W2: WIFI Smart with RGB Night/Mood LightW1: WIFI Smart 2700-6500K Adjustable

A: 5-CCT Switchable

NEUTRAL WHITE (3500K)

SOFT WHITE (3000K)

WARM WHITE (2700K)

BRIGHT WHITE (4000K)
DAYLIGHT (5000K)

ON OFF ON

ON/OFF/ON under 
3 seconds to change 
mode Main Light and
Night Light



Flush Mount Ceiling Light

Five-year
5

warranty

L I M
 I T E D

• Traditional type

• 3-CCT Switchable

• Smart Control

• Voice Control

/FMB



Parameter

Model No. Power Dimension Input Efficacy Lumens Ra Color Control

FMB10 15W 10‘’ 120Vac 80LM/W 1200LM >80

3-CCT Switchable
RGBCW Adjustable

      Triac Dim
      Bluetooth
      WIFI

FMB12 20W 12‘’ 120Vac 80LM/W 1600LM >80

FMB14 24W 14‘’ 120Vac 80LM/W 1920LM >80

FMB16 28W 16‘’ 120Vac 80LM/W 2240LM >80

W2: WIFI Smart with RGBCW adjustableA : 3-CCT Switchable +Change Mode optional

RGB 16 Million ColorsCOLOR 2700K-6500K Adjustable0%-100% Brightness Dimmable

ON OFF ON

NEUTRAL WHITESOFT WHITE (3000K)

BRIGHT WHITE (4000K)
DAYLIGHT (5000K)

Light Switchable (Change Mode)



Flush Mount Ceiling Light

Five-year
5

warranty

L I M
 I T E D

• 3-CCT Switchable

• Smart Control

• Voice Control

/FMC



Parameter

Model No. Power Dimension Input Efficacy Lumens Ra Color Control

FMC12 20W 12‘’ 120Vac 80LM/W 1600LM >80

3-CCT Switchable
RGBCW Adjustable

Triac Dim
Bluetooth
WIFI 

FMC14 24W 14‘’ 120Vac 80LM/W 1920LM >80

FMC16 28W 16‘’ 120Vac 80LM/W 2240LM >80

W2: WIFI Smart with RGBCW adjustableA : 3-CCT Switchable +Change Mode optional

RGB 16 Million ColorsCOLOR 2700K-6500K Adjustable0%-100% Brightness Dimmable

NEUTRAL WHITESOFT WHITE (3000K)

BRIGHT WHITE (4000K)
DAYLIGHT (5000K)

Light Switchable (Change Mode)

ON OFF ON



LED DOWN LIGHT

DLD
(Canless)

DLA
(Retrofit)

DLD-W & DLA-W
(Smart)



DLD
Canless Down Light

Five-year
5

warranty

L I M
 I T E D

/



Parameter

Type Model No. Power Dimension Input Lumens Ra Main  Light Night Light Control

Without
Nightlight

DLD-04-11-5CK 10.5W 4’’ 120Vac 850LM >90
5-CCT 

Switchable
without 

Nigh Light
Triac Dim

DLD-06-14-5CK 14W 6’’ 120Vac 1200LM >90

With
Nightlight

DLD-04-11-5CK(B) 10.5+2W 4’’ 120Vac 850LM >90
5-CCT 

Switchable
2000K

RGB
Triac Dim

DLD-06-14-5CK(B) 10.5+2W 6’’ 120Vac 1200LM >90

Canless Installation

5-Color Switchable

NEUTRAL WHITE (3500K)

SOFT WHITE (3000K)

WARM WHITE (2700K)

BRIGHT WHITE (4000K)
DAYLIGHT (5000K)

2000K Night Light

Activate the light fixture.

Turn off the light fixture. 

Activate night light mode.

RGB Night Light



Five-year
5

warranty

L I M
 I T E D

/

Recessed Can Retrofit Downlight

DLA



Parameter

Type Model No. Power Dimension Input Lumens Ra Main  Light Night Light Control

Without
Nightlight

DLA-04-11-5CK 11W 4’’ 120Vac 850LM >90
5-CCT 

Switchable

without 
Nigh Light

Triac Dim
DLA-06-15-5CK 15W 5‘’/6’’ 120Vac 1200LM >90

With
Nightlight

DLA-04-11-5CK(B) 11W+2W 4’’ 120Vac 850LM >90
5-CCT 

Switchable
2000K

RGB
Triac Dim

DLA-06-15-5CK(B) 15W+2W 5‘’/6’’ 120Vac 1200LM >90

5-Color Switchable

NEUTRAL WHITE (3500K)

SOFT WHITE (3000K)

WARM WHITE (2700K)

BRIGHT WHITE (4000K)
DAYLIGHT (5000K)

Canless Installation

2000K Night Light

RGB Night Light

Downlight Mode

Downlight Mode

Nightlight/ Accent Mode

Nightlight/ Accent Mode

Activate the light fixture.

Turn off the light fixture. 

Activate night light mode.



Five-year
5

warranty

L I M
 I T E D

Smart Down Light

/
DLD-W & DLA-W



Parameter

RGB 16 Million ColorsCOLOR 2700K-6500K Adjustable

Type Model No. Power Dimension Input Lumens Ra Main  Light Control

DLD-04-11-RGB(W) 10.5W 4’’ 120Vac 850LM >90

2700K-6500K 
+RGB

     WIFI
     Bluetooth

DLD-06-14-RGB(W) 14W 6’’ 120Vac 1200LM >90

DLA-04-11-RGB(W) 11W 4’’ 120Vac 850LM >90

DLA-06-15-RGB(W) 15W 5’’/6’’ 120Vac 1200LM >90


